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 a rychlou instalaci 
 

Postup instalace modemu DGN2200B-
 

 
modem routeru zkontrolujte, zda m k dispozici 

komponenty  . 
 

 ADSL linku pro  (ISP). 
 a 

 
o routeru, typicky: 

o N . 
o P  internetu. 
o Domain Name Server (DNS) adresy. 
o P  . 

 internetu. 
ISP. 

 ADSL mikrofiltry 
   

 
V modem routeru se internet (TCP/IP) 

ve V je nastaven na volbu  IP adresu ze serveru DHCP 
automaticky a Z  DNS automaticky. 
 

 TCP/IP
ikonu Start v Ov   

  
  vlastnosti, v 

Protokol IP (TCP/IP) Vlastnosti. 
najdete v . 
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modem router,   odpojte 

. Teprve potom zahajte 
instalaci modem routeru NETGEAR. 

Propojte modem router, ADSL mikrofiltr a  
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modem 
diod: 

 LED em routeru 
 

   ADSL
 

 
 

    internetu  modemu 
 

 4)
 diody, k 

 diod  

 
 

P aste se do administrace modem routeru: 
 

 zadejte adresu 
http://192.168.0.1 Enter. 
 

 

Tip: 
zadat adresu 

http://www.routerlogin.net nebo http://www.routerlogin.com. 
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Do tohoto User name 
admin Password (heslo) pak password

  
 

 

 U modem routeru 
, pro k internetu. 

 

 
 

v modem routeru 
Setup Wizard (p ). 

 
aplikace Setup Wizard. 
 
Vyberte Nein, um die Verbindung selbst einzurichten 

Weiter 
Grundeinstellungen  Zadejte 

  
Konfiguration Grundeinstellungen (k

z
 internetu v . 
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V   
 

 Internetverbindung eine Anmeldung erforderlich? (v
  

 internetu 
Ja (a Benutzername 

(p Passwort (heslo). Do pole Verkapselung  
pak    . 
J  pr  internetu ne  

Nein (ne). 
 

 Dienstname (falls erforderlich) ), 
Verbindungsmodus Leerlaufzeit (Idle timeout) (in minuten) 
(doba ne    

 internetu
v -  internetu. 

 
 Internet-IP-Adresse dresa internetu) 

Dynamisch vom Internet-
Provider abrufen 

Statische IP-Adresse verwenden 

 
 

 DNS-Server (Domain Name Service) (Adresa jmenn o serveru) 
J  
Automatisch vom Internet-Provider abrufen 
poskytovatele). 

DNS-Server verwenden v 
rer DNS-Server -Server 

 
 

 NAT (Network Address Translation) (  
aktivieren

  Deaktiviert), 
SPI-Firewall deaktivieren

 situaci, kdy   
 

 MAC-Adresse des Routers  

specifickou MAC Diese MAC-Adresse 
verwenden  a adresu registrovanou u ISP zadejte do 
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 ISP 
 ijte 

volbu MAC-Adresse des Computers verwenden  
  

Standardadresse verwenden  
 

 

 
  

. 
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 (
 

 

 

Tip: 
 -

 Testen (otestovat). 

 

Nastavte parametry ADSL 
 

Konfiguration ADSL Einstellungen (konfigurace 
 ADSL

 internetu v . 
 

 
 

 
 
V Multiplexverfahren (multiplexing) vyberte jednu 
z LLC-basiert nebo VC-basiert. 
 
V VPI 0 a 255. 8. 
 
V VCI  a 65535. 8. 
 
V DSL-Modus  
 

 
 

 
modem  
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Jakmile dojde k 
k  

 poli  
v p
jazykov    (English), pro k je 

 
 

 

  
 . 

 

 
 

preferovan  jazyka i-Fi 
jte  v sloupci nebo 

 
 

 internetu: 
 

 routeru vyplnili 
 

 Kontaktujte ISP  . 
 kapitolu  v  
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P ISP 
 

O2 Internet  k  
 

 
 

 Verkapselung: PPP over ATM (PPPoA)  
 Multiplexverfahren: VC MUX 
 VPI (Virtual Path Identifier): 8  
 VCI (Virtual Circuit Identifier): 48  
 DSL-Modus -Standard  

 
 

 
 Verkapselung: PPP over Ethernet (PPPoE)  
 Multiplexverfahren: LLC,  SNAP  
 VPI (Virtual Path Identifier): 8  
 VCI (Virtual Circuit Identifier): 48  
 DSL-Modus: Multi-

nebo ADSL 2+ tj. G.992.5)  
 

 
 

  
  

 

 

Tip: 

 

 

 

 - O2 5 a nefunguje-li 

rekonfiguraci  

 
 

 

 Od 1.1.2
modem typu ANNEX B. 
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T-Mobile Internet   
 

 Internet-IP-Adresse: Dynamisch vom Internet-Provider abrufen 
 DNS-Server (Domain Name Service): volbu Automatisch vom 

Internet-Provider abrufen : 
o -Server: 62.141.0.1 
o -Server: 213.162.65.1 

 Benutzername: ADSL 
 Passwort: ADSL 
 VPI (Virtual Path Identifier): 8 
 VCI (Virtual Circuit Identifier): 48 
 Verkapselung: PPPoE 
 Multiplexverfahren: LLC 

 
 internetu 

k  

k k 
 

 
internetu  

DGN2200B  Microsoft Internet Explorer 
Mozilla Firefox. LED dioda v 

signalizuje akt  s ISP. 
 

 

 

Tip: P

  jako  
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em routeru 
routeru zkontrolujte, zda 

 internetu k dispozici tzv. mikrofiltr nutn ke 
 dat. 

 
 

v  elektronikou. Zkontrolujte si 
v s mikrofiltrem. 

 
Pro instal   a 
automatickou instalaci. Vzhledem k 

zvolit  
 

 
na adrese www.NETGEAR.com/register (pouze anglicky). 

Regi -

 tomuto 
produktu a web jsou www.netgear.com/support. 
 
Dokumentace k  podpory, a na 

 . Je-li 
k i odkaz Knowledgebase nebo Documentation  

  
 

 
NETGEAR, logo NETGEAR, logo RangeMax a logo Smart Wizard 

TGEAR, Inc. 
 

 
 

 

 
modem router 

DGN2200B
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. 

 

pouze s 

k  
 
Tento produkt pracuje s 

. 
 
Dokumentace k CD disku, na 

  dokumenty 
 Je-li j router)  internetu, 

podpory v  
 

 

 

pokusit 
 

 
  
  
 

 
 
V   
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Kapitola 0  
 modem routeru NETGEAR Wireless-N 300 ADSL2+ 

DGN2200B 

internetu. 
 

 NETGEAR Wireless-N 300 
ADSL2+ modem router DGN2200B,   

DGN2200B z 
 -

 . 
 

 
V  : 
 

 
 

bold 
 

  
ld  

  
 
 

: 
 

 

 nebo 
 

 

 

Tip: 
 

 

 

: 
k  

 

 

: 
 



 

Strana 8 (celkem stran 102) 

 
modem router NETGEAR DGN2200B podle 

 
 
Verze produktu: NETGEAR Wireless-N 300 ADSL2+ modem router 

DGN2200B 
 Prosinec 2010 

 

  
ze C: umenty 102. 

 

 

 modem routeru 
DGN2200B 
NETGEAR http://www.netgear.com/support, 
http://kb.netgear.com/app/products/model/a_id/13012. 

 

 

na 
adrese http://www.adobe.com v vytiskn

File  Print (Soubor  Tisk) aplikace Adobe Acrobat Reader. 
 

 

Tip: Pokud V  tisk dvou stran 
dokumentu 

pap  
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Kapitola 1: Popis modem routeru 
modem routeru 

NETGEAR DGN2200B  
internetu   internetu (ISP) 

ADSL linky. 
 

 

 Pokud  internetu technologii 
ADSL
UPC modem router NETGEAR DGN2200B Tento 

  linkami typu ADSL. 
 

modem router DGN2200B 
 k 

 NETGEAR DGN2200B 
a  

deset  
 

 

 
 

 
Tato kapitola popisuje modem router DGN2200B

ce routeru. 
 

 
DGN2200B 

 

 aktivit  
 

-
 

 takto mohou sn
 - 

-   
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Tip:  ochranu 
 internetu 

modem routeru NETGEAR DGN2200B z nstalovat a 
 

 
modem router NETGEAR DGN2200B je 

vlastnostmi a technologiemi: 
 

  300 
Mb/s  IEEE 802.11g 

54 Mb/s a 
. 

   
  

  
 

 dat 100 Mb/s. 
 P ADSL 

modemu. 
 

 
  

 
 

-  
 modem routeru n

v  
 Modem router DGN2200B 

 
 

 
 Podporu pro IEEE 802.11n 300 Mb/s. 
  
 Podporu pro  
 /n

  
 

s   
 

WPA-PSK a WPA2-PSK. 
 

 adres) jeji ret. 
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 -PSK a WPA2-PSK 
 

fungovat. 
 

 
Modem router NETGEAR DGN2200B 

 
v  
 

 m 
 automatick  

  
 

  
 

 
 

  
 

 
modem routeru 

NETGEAR DGN2200B yto 
 

 
  

instalovat do 
 

  
   Smart Wizard 

 
 

  

  routeru . 
 Technologie Windows Connect Now 

 
nebo 7  
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modem routeru NETGEAR DGN2200B 
 routeru NETGEAR DGN2200B byste 

 
 

 NETGEAR Wireless-N 300 ADSL2+ modem router DGN2200B 
  
 ) kabel 
  
  

o Aplikaci Smart Wizard EZ SETUP Installation Assistant pro 
automatickou instalaci 

o PDF verzi   
o  

 

 

  je 
k  ho 

Documentation (Dokumentace) 
v  

 
 Karty s informacemi o  

 
 

prodejce.   pro budete 
  

 

modem routeru k instalaci 
modem 

jit ethernet  kabely). 
 

H modem routeru 
samotnou m mode routeru chvilku 

 strukturou  a  
LED diod. 
 

 
panelu modem  na 1. Panel 

. 
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1 
 

 
 
Tabulka 1  
 

 Aktivita Popis 

 

 
 

 
 

  
 

 routeru. 
po dobu, kdy je stisknuto 6 sekund), 

. 
 . 

Porty LAN 
4 

 

 
 

 

 
Indiku  

. 

USB port 

 

 
 

 

 
 

 

ADSL 

 

 
 

 

 ISP. 
 DSLAM. 

 

Internet  
 
 

Pokud relace 
 limitu a ADSL , LED 

z 

 ADSL 
USB port 

 

WPS 

 
Internet 
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LED dioda zhasne. 
, 

nepr PPPoE atp.). 
 

internetu nebo je 
 (Bridge). 

 (Wi-Fi) 

 

 
 

 

. 
enos dat v . 

. 

WPS 

 

 
 

 
  

 

 

Z  
 panel modem routeru obsahuje je 

 na 2. 
  

 
 
 
 
 

2 
 

 
1. USB port 
2. RJ-45  

k modem routeru. 
3. RJ-  ADSL lince. 
4.  . 
5. AC z  . 

 

1 2 3 4 5 
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 modem routeru 
  modem 

routeru,    
administrace  

 
 
 
 

3 
 

modem routeru 
Wireless-N modem 

li dosah 
 modem routeru  

  bezd  

 modem router: 
 

 , kde 
 s  viditelnost . 

 V 
. 

 Ve   polici , kde je mezi routerem a 
. 

 V 
zdrojem  pro 

   
 Mimo dosah 

 plochy , jako je 
 ria  zrcadla 

ovlivnit dosah  
 

 

 modem 
routeru nebo 
dokonce  k internetu. 

 

 



 

Strana 16 (celkem stran 102) 

Instalace routeru 
 

 modem routeru a 
aplikaci Smart Wizard . 

jeme .  
 
I Smart Wizard  pro 

routeru
 . Po do

i provede, bude modem na  
k internetu. 
 

 

 nebo 
instalaci routeru  p

 . 
 

 
 

 Smart Wizard: I Smart Wizard je k 
dispozici na do .  CD 

 
Smart Wizard . 
 

Smart Wizard automatizuje mnoho instalace, ale 
z a , zda byly 

provedeny
v . 
s  

 

 

 instala Smart Wizard na 
  

 Virtual Private Network (VPN) 
 m modem 

routeru  . Pokud si nejste jisti, 
konflikt  pro instalaci  

 
  instalace: pro instalaci aplikaci 

Smart Wizard  routeru (pro 
 .  instalace 

 pokud  m 
em Linux. Z  instalace 

modem router 
.  instalace 

modem routeru,  
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1.   modem router viz kapitola 

 24). 
2. modem internetu (viz kapitola 

 . 
3. zabezpe

pro (viz kapitola 
 ). 

 

 modem routeru 
Pokud chcete modem routeru po instalaci a 

 
http://www.routerlogin.net a  modem 

 
routeru. V o admin a heslo password. Po 

 

najdete v kapitole Router Upgrade (aktualizace firmwaru modem routeru) na 
71    

 
 najdete v kapitole 

Kon  ). 
  kapitole 

 ). 
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Kapitola 2: Instalace modem 
aplikace Smart Wizard 
Chcete-li nainstalovat modem router NETGEAR DGN2200B 

modem 
routeru, aplikaci Smart Wizard
instalace. 
 

 
 

 

 
  

 
 poskytovatelem 

ISP). 
 

 
 aplikace NETGEAR Smart Wizard e 

modem routeru, PC, 

 modem r  
 

 

Upoz  , 
software neblokoval komunikaci mezi modem routerem a 
PC. Pokud nastane situace, 
blokovat, bude  

 viz kapitola 
 . 

 
 instalaci modem  

 
1.  
2. Resource CD do m

 

Spustit index.htm.  
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 CD disku nedojde, 
otev a 

index.htm. 
 

 
4 

 
3. index.htm 

aplikace NETGEAR Smart Wizard. 
jazyk.  

 
5 
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4. Po  jazyka k . O

V se zo
  

  
do internet  

 
6 

 
Aplikace Smart Wizard V  routeru, 

m k internet  em ho 
ochranu  s . Pokud si nevyberete ost  

, 
m modem routeru (viz kapitola 

routeru po instalaci ). 
 

 

  
modem router nebo karta v  

i podporoval modem router  tedy 
Wireless N/300. 

 
Chcete-li nakonfigurovat 

 internetu,  na 
). 
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Tip: -li v 

 

 N30 WNA3100 

 RangeMax Wireless- WN111 

 RangeMax Wireless- WN311B 

 RangeMax Wireless- WN511B 

 
 

 

Tip: Po modem 
modem modemu 

dle  
http://www.routerlogin.net a  modem routeru dle 

: 
 Admin: admin  
 Password: password 

 
 
 

 

 

modem routeru 
Reset sekund a modem 

znovu nakonfigurovat. 
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 modem routeru po instalaci 
Aplikace Smart Wizard modem routeru nebo je-li 

Pokud chcete modem routeru po 
instalaci a konfiguraci  
konfiguraci.  

nebo zadejte do 
http://www.routerlogin.net a  modem 

. P modem routeru nejprve modem 
 

 kapitole Router Upgrade (aktualizace firmwaru modem 
routeru) 71 administrace modem routeru, 
v   
 

 najdete v kapitole 
 ). 

  kapitole 
 ). 

 Aktivo  
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modem routeru (pro 
 

 m k dispozici  
 

 

 Postupy  , pokud jste 
pracujete s Macintosh 

Linux. 
 

 ADSL linku pro  (ISP). 
 

 
o routeru, typicky: 

o N . 
o P  internetu. 
o Domain Name Server (DNS) adresy. 
o P  . 

 internetu. 
ISP. 

 ADSL mikrofiltry ). 
   

 
 

 
  modem  viz kapitola 

DGN2200B . 
 Zvolte vhodn modem 

 kapitole  . 
 

ADSL mikrofiltry 
kabely jako linky. ADSL 

 typ    
proto tzv. ADSL mikrofiltry  tohoto 

, . ADSL 

do telefonu. 
 

 

 
DGN2200B

prodejce. 
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Jed  

 
 

 

 
 

 

 SL mikrofiltr 
s  n
DGN2200B mikrofiltr. tak 

mikrofiltr blokovat V
zda a 

 ADSL lince. 
 

ADSL mikrofiltr s  
ADSL mikrofiltr s m splitter ,  v  

, te  jak , tak i 
. 

 
 

 

modem routeru 
V modem routeru se internet (TCP/IP) 

ve V je nastaven na volbu  IP adresu ze serveru DHCP 
automaticky (automatically obtain an IP address using DHCP) a Z
serveru DNS automaticky (Obtain DNS server address automatically). 
 

 TCP/IP
ikonu Start v   

  
  vlastnosti, v 

Protokol IP (TCP/IP)  volbu Vlastnosti. 
najdete v  Protokol 
TCP/IP v kapitole  102. 
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9 

 

 

 Pokud modem routerem DGN2200B 
modem nebo modem router,  modelu 
DGN2200B odpojte . 
Teprve potom zahajte instalaci modem routeru DGN2200B. 

 

modem routeru a  
 

1.  . 
 

 

 
DGN2200B

prodejce. 
 

 
DGN2200B
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o 1.   
o  DSL 

    mikrofil em. 
o  

    em 
 

 
 

tel ), jak je 
. 
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 Chcete-
splitterem, splitter k , 
ADSL mikrofiltr ke splitteru a nakonec telefon k 
mikrofiltru. 

 
2. 

s RJ-
konec k ADSL portu (
( ) filtru  viz . 

 
  

 

 

 ADSL mikrofiltru k 
modem routeru DGN2200B  zablok  

 
3. ) na jednom konci k modem routeru a na 

. 
4.  modem routeru a 

. 
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5. 

 jte k , 
 modem routeru. 

 

 
modem  

 

 LED 
 

 

   ADSL
 

 

 
 

 

    internetu  modemu 
 

 



 

Strana 29 (celkem stran 102) 

 4)
 diody, k 

  

 
 

modem  
Chcete-li  
 
Jak do administrace routeru: 
 

1.  
adresu http://192.168.0.1 Enter. 

 

 

Tip: 
zadat adresu 

http://www.routerlogin.net nebo http://www.routerlogin.com. 

 

 
 

 
 

  
15 

 
2. Do okna v 15 User name 

admin Password (heslo) pak 
password  bezpe  

 

 

 U modem routeru 
, pro k internetu. 
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The Firmware 

Upgrade Assistant (Asistent pro upgrade firmwaru). 
3. Yes (Ano) zkontroluje modem router dostupnost 

Modem r
  aktualizacemi firmwaru. Pokud v 

okam No 
New Firmware Version Available 
firmwaru).  Pokud vyberete volbu No 

 
4. Yes (Ano). 

Modem r verzi. 
 

 

Tip:  modem 

 

 

 

 , modem router 
nebo s modem 

restart modem 
modem router znovu 

 
 

5. v modem 
routeru Setup Wizard (p ). 

 
. 

 
16 

 
6.  

o Zvolte Yes (Ano) Setup Wizard a 
automatickou internetu. na 

Next ( ). V
 internetu. 
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  routeru, zkontrolujte 
 TCP/IP Start 

v   
  . 

  vlastnosti, v 
m Protokol IP (TCP/IP) 
volbu Vlastnosti.  IP adresu ze serveru DHCP 
automaticky (automatically obtain an IP address using DHCP) a Z
adresu serveru DNS automaticky (Obtain DNS server address 
automatically).  

 Protokol TCP/IP v kapitole 
dokumenty 102. 

 
o Zvolte No, I Want To Configure The Router Myself 

konfiguraci routeru Next 
Basic Settings  Zadejte 

 
 

 Setup Basic Settings (Konfigurace 
 

  
 Does Your Internet Connection Require A Login? 

  

ADSL 
Yes 

zadejte Login Password 
 Do pole Encapsulation 

 pak   
  kapitole 

 . J  
 internetu ne

 No (Ne). 
 Internet IP Address  

Pokud 

Get Dynamicaly From ISP 

Use Static IP 
Address 

 
 Domain Name Server Address (Adresa jmenn

serveru) 
J  
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Get Dynamicaly From ISP 
dynamickou adresu od poskytovatele).  

 
od 

 
 Router MAC Address  

specifickou MAC 
Use This MAC Address  a 
adresu registrovanou u ISP 
Pokud je u ISP 

 
Use Computer MAC Address  

 
 

 

 
  

. 
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ek 17 

 
7. Apply (

 
 

 

Tip: 
 -

 Test (otestovat). 

 

k internetu. 
 

 internetu: 
 

 routeru vyplnili 
 

 Kontaktujte ISP  . 
 kapitolu  6. 
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  kapitole 
  . 

 

 

a: 
 

 

definovat v ADSL Settings (Nastav  
 

 
 

 
1. V Multiplexing Method vyberte jednu 

z LLC-based nebo VC-based. 
2. V VPI 0 a 255. 8. 
3. V VCI  a 65535. 8. 
4. Apply  

 

P ISP 
 
O2 Internet  k  
 

 
 

 : PPP over ATM (PPPoA)  
 Multiplexing: VC MUX 
 VPI (Virtual Path Identifier): 8  
 VCI (Virtual Circuit Identifier): 48  
 ADSL Modulace -Standard  
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  (Encapsulation): PPP over Ethernet (PPPoE)  
 Multiplexing: LLC,  
 VPI (Virtual Path Identifier): 8  
 VCI (Virtual Circuit Identifier): 48  
 ADSL Modulace: Multi-

G.992.1 nebo ADSL 2+ tj. G.992.5)  
 

 
 

  
  

 

 

Tip: 

 

 

 

 - -
konfigurace s protokolem PPPoA, 
rekonfiguraci  

 
 

 

 
modem typu ANNEX B. 

 
T-Mobile Internet   
 

 IP adresa: m 
 Servery DNS: 

: 
o : 62.141.0.1 
o : 213.162.65.1 

 : ADSL 
 : ADSL 
 SMTP server: smtp.t-email.cz 
 Virtual Circuit ID:  

o VPI: 8 
o VCI: 48 

 Encapsulation: PPPoE 
 Multiplexing: LLC 
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 internetu 

k  

k k 
 

 
i  

DGN2200B  Microsoft Internet Explorer 
Mozilla Firefox. LED dioda v 

 s ISP. 
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Kapitola 4:  
Tato kapitola popisuje sti konfigurace , 

co jste modem routeru DGN2200B. 
 

Wi-Fi modem 
) a  

b . me va  
 

 

  se 
k  v rozsahu . 
K routeru se ale mohou 

. 
 

 

 Wi- -fi, WiFi, Wifi, wifi) je standard pro 
  specifikace 

- k Hi-Fi; tzn. analogicky k high 
fidelity ( ) by se dala 
( ), . 

 

 
 Wireless Settings (n  

 
 a routeru. Chcete-li nakonfigurovat be

 V
kapitola   na 

38) nebo, pokud  WPS, 
 -Fi Protected Setup (WPS)  SSID a 

implementaci i kapitola 
pro k  40). 

 

 

 Pokud konfigurujete router z 
SSID  routeru, dojde 

k ho  , 
Apply ( ).  

, aby odpo . 
vyhnout, 

 
 

tomto routeru,   
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 NETGEAR. 
 Route 802.11g/b a 802.11n (do rychlosti 300 

Mb/s). 
 

 
 
Pro na  
  

1. 
v modem  29. 

2. Wireless Settings 
v  

 
o Name (SSID)  

 
 

 

 

  
 

v 
 

 
Pokud se  

 
i na klientsk  

 
  

 
o Region (Oblast) 

  repu Europe (Evropa). 
o Channel  

ve m 
 

o Mode  
Z 

router Up to 
54Mbps (standard 802.11b s 
Up to 145Mbps (standard 802.11g s 
145 Mb/s) a Up to 300Mbps (standard 802.11n s 
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-li vyu
rychlost routeru, zvolte variantu Up to 300Mbps. 

o Enable Wireless Access Point  

 
 

o Allow Broadcast of Name SSID  

 
o Security Option  

Z 
je 

WPA-PSK (Wi-Fi Protected Access Pre-Shared 
Key)

u. 8  63 
Network Key (8 ~ 63 

characters). 
 
M  shrnuje 8

 kapitole Nastav
 44. 

 
19 
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Chcete-  
 

1. 
SSID 

modem router. 
2. Zkontrolujte, zda v schopen 

podporovat a 
 

3.  i 
 modem 

. 
4.  nastaveno 

en automaticky z
DHCP i adresu serveru DNS. 

 

 

Tip: TCP/IP Start 
v  net 

  . 
  vlastnosti, v 

Protokol IP (TCP/IP) 
volbu Vlastnosti  IP adresu ze serveru 
DHCP automaticky (automatically obtain an IP address using DHCP) a 
Z  DNS automaticky (Obtain DNS server address 
automatically  

 Protokol TCP/IP v kapitole 
dokumenty 102. 

 
i  modem routeru 

DGN2200B  Microsoft Internet Explorer 
Mozilla Firefox. LED dioda v 

 s ISP. 
 

 
 -

pro automatickou konfiguraci SSID modem routeru 
jeho ,   k modem 

routeru. .  
 

 

 -
http://www.wi-fi.org. 
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Technologie WPS automaticky nakonfiguruje SSID a 
routeru (pokud je modem 

. 
 

 

 Technologie Wi-Fi Protected Setup (WPS) v routerech 
standard

definuje jako Push 'N' Connect produkty s Wi-Fi-  a 
podporou WPS by s produkty 
NETGEAR mi funkcionalitu Push 'N' Connect. 

 
Pokud je modem WPA-PSK nebo 
WPA2-PSK typ  (viz kapitola 

 38), je k 
 i modem 

svoje 
technologii WPS. 

 
u modem routeru a a 

 
do 

WPS . 
 

 

 funkce WPS, 
podporuje pouze metody -PSK a WPA2-PSK. 

typu WPS . 
 
Pokud instalujete  
podporuje bez nutnosti 

 pokud chcete 
DGN2200B WPS, 

postupy  
 

 z : 
 

1. modem routeru 
. 

2. Klep Add WPS Client  
 Add 

WPS Client Next  
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20 

 
3. Zvolte metodu pro p  si vybrat mezi 

Using the Push-Button ( ) 
nebo Entering a PIN PINu). 

o Using the Push-Button 

modem routeru. Modem Router se  WPS 
  minuty k tomu, abyste 

 administraci 
(viz 21). 

 
. Pokud v 

automaticky. 

 
21 

 
o Entering a PIN PINu). Pokud 

. Tento PIN naleznete v 
 
 . 

 
Next minuty k 
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22 

 
 

 modem routeru a  
 

 

 
 

modem router 
 byl  

Router automaticky vygeneroval SSID, provedl konfiguraci WPA/WPA2 
 PSK hesla) a 

odeslal 
 

 

 

 Pokud modem router na
WPA/PSK nebo 

ho PSK hesla, pak 
   jako modem router. 

 
4. Poznamene

 
 

 : 
 

1. . Modem router se 
po dobu dvou minut komunikovat s 

 
. 

2.  na t nebo v jeho 
administraci (viz 21). 

 administraci modem routeru. Pokud v 

automaticky. 
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i
 modem  , jako 

Microsoft Internet Explorer Mozilla Firefox. LED dioda v modem 
router
komunikaci s ISP. 
 

 

 P -li 
WPS technologii, 

nastavili  a  , a  
pouze WPS . 

 

 
Klepnete-li v modem Wireless 
Settings   
s  Security Option 

 

 
23 

 
 vyu
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 None  

 o e 
hu. 

 WEP 

 
 

 
telefonech) . Rozhodnete-li se  typ 

 
o Authentication Type (Typ ) 

 Open System 
Shared Key  

 
o Encryption Strenght  

  
  

o Passphrase  

 
 

Generate  
 

 

 

  
u osm 

t  . 
 

 WPA-PSK (Wi-Fi Protected Access Pre-Shared Key) 
Passphrase 

t 
 

 

 

Tip: 
  

 
 WPA2-PSK (Wi-Fi Protected Access 2 with Pre-Shared Key) 

Passphrase 
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  Mixed WPA-PSK+WPA2-PSK 

Passphrase  
 

 
24 

 
 

 

 
metod WPA-PSK nebo WPA2-PSK

podporuje. 
 

Test  
nastaveny parametry ho  a 

 

k . 
 
Chcete-  ho  
 

1. modem 
. 

2. Wireless Settings (Nasta
v  

3.  
 

 

  
 se 

 bodu (AP), je mu 
. Pokud konfigurujete modem router z 

SSID  routeru, 
dojde k ho  , na 

Apply (Pou ). 



 

Strana 47 (celkem stran 102) 

v 
v modem routeru. 

 
4. a . 

 
 y  ost , 

 (SSID) jako modem router. na 
i, zda  

schopen automaticky z i adresu serveru 
DNS. 

 
 wireless-N modem 

 k internetu . Router se 
Internetu,  

 .  
  

 
i  modem routeru 

 , ja Microsoft Internet Explorer Mozilla Firefox. 
LED dioda v 

 s ISP. 
. 
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 USB portu USB upravit 

 
 

 
25 

 

 

 

 
 

 

ro  
modem routeru pracuje se standardy 1.0, 1.1 a 2.0. 

standard 2.0.  
 
Pokud se rozhodnete k 
v  nepo
USB hub (re  
 

 / 0,5 A. V 
omezena nebo zcela 

. Modem router podporuje , FAT32, NFTS (pouze 
 

 

 
 

 
 modem 
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 tisk. 
  kolegy. 

 

 

 (Basic Settings). 

 
26 

 
V   modem 

  v  
 administraci modem routeru dle 26 na 

Network/Device Name 
pod Share Name  
 
V 26 Network/Device Name uvedeno 

\\readyshare: 

 
27 

 
rovnou Share Name, tedy v em 

\\readyshare\USB_Storage: 
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28 

 
obsahu 

\\readyshare  
 

 

 modem 

 
z  

 
V  

 Network Device Name  
\\readyshare, je 

 USB portu modem routeru. 
 Folder Name  v 

 
 Volume name   
 Total/Free Space  ukazuje celkovou kapacitu 

zaplnit daty. 
 Share Name   

 modem routeru. 
 Read/Write Access  

heslo, jako  
 Edit  
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29 

 
 Safely Remove USB Device 

 
 

fyzicky odpojte. 
 

 

  Advanced Settings.  

 
30 
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ova  

  
 

 Network Device Name  
\\  USB 
portu modem routeru. 

 Workgroup  
  

 Network Connection  
 modem routeru k 

 
 HTTP  protokol HTTP je v  
 HTTP (via Internet)  protokol HTTP je v  
 FTP  protokol FTP je v  
 FTP (via Internet)  protokol FTP je v  
 Folder Name  v 

na  
 Volume name   
 Total/Free Space  ukazuje celkovou kapacitu 

zaplnit daty. 
 Share Name  

 modem routeru. 
 Read/Write Access  

  
 

 
V Create a 
Network Folder 

 

 
31 
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P

  
Access  pis). 
 

 

 
Apply  

 

 
V 

 a automaticky po jeji  modem routeru 
. 

 
1. V Advanced USB Settings 

Approved Devices  

 
32 

 

 
33 

 
2.  okn USB Drive Approved Devices 

 
3. Add  
4. Allow only approved devices 

 
5. Apply  
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 Safely Remove USB 
Device 

 
 

 USB da
 
 

 
 

 
1. outeru. 
2. Maintenance Router Status. 
3. hodnotu uvedenou v IP address  .789. 

 

  
1.  u ftp:// a IP adresy 

 90.123.456.789
 

2.  USB 
 

3.  
 

 

v Microsoft Windows 
K  

 
  

 
 

 
 

 
volbu . 
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34 

 

 

 -  
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Kapitola 6  
modem router 

NETGEAR DGN2200B  

   
 

 

 
Modem router DGN2200B 

 
 

-mail . 
 

 
  pro int  nebo on-line hry. 

 
N  Security 
( ) v  

, . 
 

Logs  
log

  z V najdete 
 

 routeru
Logs . 
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35 

 
 V  

 
Tabulka 2  

 Popis 
Datum   
Akce  

  
 

 
 Refresh (Obnovit) 

 
 Clear Log  

. 
 Send Log  

-mailovou 
. 

 
 

 Attempted access to blocked sites    
 Connections to the Web-based interface of this Router  

k  
 Router operation (start up, get time etc)  

 
 Known DoS attacks and Port Scans  
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Syslog server. Pro tuto funkcionalitu 

  
 

 Disable   dispozici Syslog server.  
 Broadcast on LAN   

na Syslog server  fix .  
 Send to this Syslog server IP address  

Syslog server  IP adresu; v 
. 

 

Block  s ) 
modem router 

 lze 
 router  

Block Sites (b  e
 

 
36 
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Keyword Blocking ( ) 
 Never (Nikdy) 

 . 
 Per Schedule (Podle rozvrhu) 

.  na 
62. 

 Always  
Z -li  

 
Type Keyword od Domain Name Here  

jeho Add Keyword  slovo). 
 

 

  
  

 

res: http://supersexy.com  
http://mujweb.cz/sexovani.html) 

 .com , pak 
 touto 

 http://microsoft.com i http://disney.com) 
 

 

Tip: Chcete-li zablokova
 u, zadejte .  

 pak ale 
Schedule  

 
 poli Block Sites Containing these 

Keywords or Domain Names 
 

Delete Keyword 
Clear List (smazat seznam). 

 
Allow Trusted IP Address to Visit Blocked Sites 
adrese   

v
 tit. 
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Firewall Rules ( ) 
V Firewall Rules   

 
 

 

 

  
 
Outbound Services  
Ten . 

.  
 
Chcete-   
 

Add 
Save. 

 
 
Chcete-  
 

  
 Edit (editovat)    
 Move  a novou pozici 

v tabulce.  
 Delete (odstranit)   

 
Inbound Services  

. 
 
Chcete-   
 

Add echna 
Save

 
 
Chcete-  
 

z  
 Edit (editovat)    
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 Move  
v tabulce.  

 Delete (odstranit)   
  
Instant Messaging (IM) Ports  
 

 
(IM)
automaticky  Ta

Open IM Ports (IM ports are open by default). Pro zr
Close IM Ports . 

Close IM Ports  
 

Apply
Cancel. 

 

 
37 

 

y) 
modem router 
 Block 

Services ,  
 
Services Blocking (b  

 Never (Nikdy) 
 

 Per Schedule (Podle rozvrhu) 
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.  
62. 

 Always  

 
 

 

 
   

poskytuje k   informace a 
t  informace o pohybech 

 
 

 
budovu  

 80. 
 

Services (
 firewallu  

uvedena ji v t . Tato 
 Firewall Rules. 

 
 sti Service Table 

 
 
Chcete- , k  Add Custom Service 
(p  ) a v Add Services 

  Name Type Start Port) a 
Finish Port)  

Apply .  
Edit Service (upravit 

Apply 
Delete Service (odstranit Apply. 

 
38 

 

Sch  

  Per Shedule (Podle rozvrhu), 
Schedule (Rozvrh) nastav
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 Days  
dny v 

  
 

 

Tip: jsou uvedena v  : Every Day 
 den), Sunday  Monday Tuesday 

Wednesday Thursday Friday , Saturday 
(Sobota).  

 
 Time of day (  

Start time End Time (Konc  
) zadejte hodiny (Hour) a minuty (Minute), v 

 v dny . Hodiny je 
24  All Day 

  
 Time Zone  

(GMT+01:00) Belgrade, 
Budapest, Prague. 

 

 

 
    

 

 
39 
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Apply Cancel). 

 

E-mail  
Router  

-  najdete pod 
E-mail   

 
 Turn E-mail Notification On (Zapnout e-  

 
 Send Alerts and Logs via E-Mail 

 

-mailu: 
o Send To This E-mail Address  

-mailovou adresu, na kterou 
 

o Your Outgoing Mail Server  

  
o My Mail Server requires authentication 

autorizaci) 
-mailu 

do 
User Name Password (Heslo). 

 

 

Tip: A  konfiguraci 
Pokud  

 
 k internetu. 

 
 Send E-mail alerts immediately (Odeslat up  

-mail s 
 

o If a DoS attack is detected  
o If a Port Scan is detected (pokud je deteko  
o  If someone attempts to access a blocked site (pokud router 

   
 Send Logs According to this Schedule 

  
 polo Hourly Daily 
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Weekly None Weekly 
 

Day (den) a Time  den a hodinu , kterou bude 
v 

y . 
 

 

 Time 

a.m. u p.m. 
 

 
40 

 

Maintenance  
router  

Maintenance  
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Router Status (Stav routeru) 
Router Status (Stav routeru  

modem routeru   

 
41 

 
Show Statistics tiky

se statistikami  
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42 

 
Connection Status 

 . 

 
43 

 

Attached Devices  
 t   modem 

routeru dostala  Attached 
Devices (  
takto: 

 
44 
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 (IP 

Address), Device Name) a  adresa jeho 
 (MAC Address). 

 

 

Tip: Pokud chcete zobraz
 Refresh 

  (Attached Devices). 

 

 

 routeru bude tato 
  

k routeru jejich adres). 
 

Backup Settings   
modem routeru 

 
na V  

router   
 

Settings Backup 
 K   

 
45 

 
: 

 
 Save a Copy of Current Settings  

 
Back Up  Modem router 

V
Soubor s 

 .cfg  . 
 Restore Saved Setting from a File  

Pro obnovu 
 vyberte  soubor s 
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V  Restore 
 routeru. Po 

modem router automaticky restartuje. 
 

 

  
 

 
 Revert to Factory Default Settings (  ) 

modem routeru. V 
Erase 

 
 

 

 Po lo 
k modem routeru password
IP adresa bude nastavena na hodnotu 192.168.0.1  
server bude povolen. 

 

Set Password hesla) 
admin

modem routeru NETGEAR DGN2200B, je password
t  

 
46 

 
Chcete- Old Password (  heslo) zadejte 
v Set Password esla, viz 36) 

password), do pole New Password 
(  heslo Repeat New Password (opa

 pro  
 

 

Tip:  
 budoucnu heslo 

 
 posle
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Apply Cancel). 

 

Diagnostics (diagnostika) 
Tuto .  

 ale ro provozu. 
 
Ping an IP address ping pro IP adresu) 
P ping dojde k na zadanou IP 
adresu.   k internetu
dojde k times out
obvykle to z  internetu nepracuje 

ping ale nen  
ping nereagovala.  

 
Perform a DNS Lookup  ) 
DNS servery (Domain Name Server) v 

 www.netgear.cz) jejich IP adresy. Pokud tedy 
zjistit IP adresu webu, FTP serveru, mail serveru ho 

Lookup. 
 
Display the Routing Table (z  

Display se z . Tyto 
informace jsou , 

k . 
 
Reboot the Router (restarto ) 

Reboot  modem routeru. 
, pokud se modem router nepracuje 

. 
 

 

 
k ch 

. P
 sekund. 
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47 

 

Router Upgrade (aktualizace firmwaru modem routeru) 
modem routeru f

 
  .zip 

 
 routeru. 

 
48 

 

ujeme 
n  modem router 

Check for New Version 
Upon Log-in Pokud modem 
router najde novou verzi firmwaru, automaticky 
verze . 
 

 
Check (zkontrolovat) vpravo vedle pole Check for New Version from the Internet 
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firmwaru, budete automaticky 
 NETGEAR. 

;  
 

 
firmwaru do modem routeru  

1. Router Upgrade (Upgrade routeru Pro  
pod volbou Locate and select the upgrade file from your hard disk 
(  ) a 

 
2. Upload  

 

 

 (firmwaru) 
modem routeru, je velmi  

 
modem routeru apod. 

Pokud , 
. 

 

 

 Proces aktualizace firmwaru bude trvat 
modem router automaticky 

restartuje. v  
 konfigurace. 

 

Advanced ( ) 
modem 

routeru NETGEAR DGN2200B. 
Advanced  

 
 

 

 
  

 
 routeru. 

 

) 
K  dialog WAN Setup (n

 param  
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49 

 
V  
 
Connect Automatically, as Required  
V modem routeru je 

. 
 Connection Status (status 

 na obrazovce Status (stav). -  internetu (always 
on)  
 
Enable PPPoE Relay (povolit PPPoE relaci) 

 PPPoE  
PPPoE serveru. 

 
Disable Port Scan and DOS Protection 

  
irewall 

. 
 
Default DMZ Server  
Z  

 sice schopen plnit 
 streaming 

 
pro jeho ochranu. 
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 trochu 

 
funkce  

 
 

 modem router 
strana   

 
routerem) jako 

  
Pokud  
zahozen, ale na  
 

chcete 
Default DMZ Server  

 
Apply 

 
 
Respond to Ping on Internet WAN Port (O na  
WAN portu) 
Pokud chce  
aby se pro 
Ping  portu volby Respond to Ping on Internet Port je 

 
. 

 

 

 Ping, 
ISP

t Ping   
ADSL modemu. 

 
MTU Size ) 
Maximum transmission unit

  
 jednoho 

ethernetu je 1  (1   mezi 

 
 

 
 

 - hodnotu velikosti paketu 
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adejte 
 MTU Size (Velikost MTU) a k Apply 

 
 
Disable SIP ALG  

NAT firewallem, a 
SIP ALG  rozporu mi
vypnout SIP ALG. Pokud  SIP aplikace s routerem 
pracovat, zkuste vypnout SIP ALG a a . 

 u volby Disable SIP ALG. 
 

Apply
Cancel. 

 

Dynamic DNS ( ) 
Pokud V ISP 

 . Jednou z variant je 
 , 

 
adresa www.mojedomena.cz zavede 

 
 

  

 
50 

 
modem router 

 
    DynDNS.or

 (na 
adrese www.dyndns.org. 
 

 
 Use Dynamic DNS Service  

 
. 
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 Service Provider  

 
 Host Name ) 

 
 User Name  

 
 Password (Heslo) 

Zadejte heslo  
 Use Wildcards  

Use Wildcards . 
 

Apply routeru. Od tohoto 
, pokud se kdykoli router 

tuto  
 

 
P LAN Setup 
routeru  DHCP server a  
 

 

  
router  

topologie po  
  

  
 

 

 DHCP (Dynamic Host Configuration Protocol) je  
 

 IP 
  adresu 

routeru (default gateway)    
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51 

 
DHCP a TCP/IP 

 
 
LAN TCP/IP Setup  

modem router 
  

 routeru je: 
 IP Address ): 192.168.0.1 
 IP Subnet Mask (Maska  255.255.255.0 

 
pra   LAN TCP/IP 

Setup : 
 IP Address  zadejte IP 

 router  
 IP Subnet Mask  

. M
; V

p  
 RIP Direction  

 Both Out Only (Pouze , In Only  a 
None . RIP (Routing Information Protocol, RFC1058 a RFC1389) 

 
 Z RIP Version (Verze RIP) vyberte verzi protokolu, kterou 

 Volba RIP Version 
p . 
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 s 
slovem (respektive touto zkratkou) jste se dosud nesetkali
byste  

 

 

 modem 
router  

 
Access Router Management interface on additional port  administraci 

 
Pokud je deaktiv a funkce NAT, 

definujete. NAT. 
 

 

 
adreso  RIP 

pakety.  outer v 
   

 
Use Router as DHCP Server router jako DHCP server).  

modem router 
 

 Use Router as DHCP Server. Na 
Starting IP Address (  IP adresa)

 , a Ending IP 
Address , kam zadejte 

  
 
Chcete-li V
adresu, Address Reservation 
adres). Pokud tak Add 

  
 Address Reservation Table  ) 

 
 IP Address  

 
 MAC Address  
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Tip: 
 k modem routeru

ze  routeru. 

 
 Device Name  

v  . 

 
52 

 
 Add Cancel  a Refresh (Obnovit) 

  
 

 

  
 modem routeru  

 restartu 
adresy. 

 

 
Wireless Settings v 

(Advanced Wireless Settings) 
. 
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53 

 
V WPS Settings ku  
routeru). 

 
 
Disable Router's PIN ) 

-li k 
routeru. 
 
PIN , pokud modem router detekuje 
pode

 .  
v Disable Router's PIN a 

klep Apply. 
 
Keep Existing Wireless Settings ( ) 

, pokud se rozhodnete modem router konfigurovat 
WPS. ta  no

 klienta  modem routeru  
 Pokud tato volba je 

 router. 
 

 
   

routeru. 
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ad   
 

 
 

 
54 

 
modem routeru odkudkoli z internetu 

Turn Remote Management On 
  

 
 Remote Management Address   

Zde najdete adresu, kterou V  
modem  modem routeru 
modem routeru do  a 
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nakonec Pokud adresa 10.0.0.123 a 
 8080, zadejte do v

http://10.0.0.123:8080. 
 Allow Remote Access By  

 
o Only This Computer (Pouze tomuto i) 

 
o IP Address Range (Rozsah IP adres) 

 
o IP Address List (Seznam IP adres) 

 adresy
 

o Everyone  

 
 Port Number  

 
 

Apply  
 

 

Tip:  routeru  
 

 

 

 
modem router automaticky rozpoznat zdro

 
 

 t. 

 
55 

 
Static Routes Advanced 
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Add   

 
56 

 
 Route Name  

 
 Private  

. 
 Active  

 
 Destination IP Address  

 
 IP Subnet Mask  

Destination 
IP Address  

 Gateway IP address  

 
 Metric (Metrika) 

hodnotami 2 a  15. Pole Metric 
. Obvykle  hodnotu na 2 nebo 3, pokud 

 routeru a modemu, nastavte hodnotu na 2. 
 

Edit Delete (odstranit). 
Apply  

 

 
 funkc

 protoko  
 

adresu  
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hodiny nebo dokonce monitorovat 

 
UPnP. 
 

 

 
pozor -  

  
 

 
57 

 
Pro aktivaci ho Plug and Play k UPnP v podmenu 
Advanced  we

UPnP Turn UPnP On (Zapnout 
. 

 
V  Advertisement Period  
interval , v bude modem router  v 

; v  440 
minut. Hodnota Advertisement Time To Live  

 V tabulce UPnP Portmap 
Table  
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Web Support  
 

 
 

 Knowledge Base  
http://kb.netgear.com/app/home 

 Documentation (Dokumentace) 
http://kb.netgear.com/app/products/model/a_id/13012 

 
Z Logout  
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Kapitola 7  
V  

modem routeru DGN2200B. V 
 Pokud 

internetu,  a  je 
modem . Je-li 

v . Nebudete-li schopni v
ani p   

podpory http://kb.netgear.com/app/products/model/a_id/13012 nebo 
kont  
http://www.netgear.cz/cs/podpora/podpora-produktu/. 
 

 

postupy. 
 

   
1. router z   

. 
2. Za router  
3.  

  
- modem  internetu bude 

, pokud je   modemu routeru a ten 
je zapnut (viz kapitola modem routeru 24. 

- 
 modem 

 
3). 

  v  . 
-  modem 

 IP adresu ze 
serveru DHCP automaticky.  se odkazy 
v C  102. 

-  ISP vy  
, v routeru 

Router MAC Address (MAC adresa routeru, viz 7) 
Use Computer MAC Address 

Apply  
 

 Zkontroluj
i provoz
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modem 
kapitole konfigurace 95. 

 
modem routeru 

 
 

Power modem routeru. 
 

 
  
  
  

 

 

 

 
 

 
 

 
modem routeru 

 
 

 modem 
routeru?  
 

- 
 

 

modem routerem. 
 

modem routeru
 

 
 

Pokud je k modem routeru 

modem routeru. 
 
Pokud  
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modem routeru. 

 
modem router   

modem routeru
reklamaci.  
 

 

modem 
routeru  
 

doraz." 
 

 
 

 
modem 

routeru  
 

 
Firmware modem routeru nebo selhala  

: 
 modem routeru a modem router je 

  
  

  inter
http://kb.netgear.com/app/products/model/a_id/13012

Downloads, a zde pak na odkaz DGN2200 Intial Release Firmware 
Version X.X 

 
 Postupujte po . 
 Po  pro 

konfigurace. 
 
LED diod  
Pokud bude LED dioda  modem routeru: 

  
routeru. 

  modem routeru  
na hodnotu 192.168.0  kapitole 

 95. 
Pokud  . Kontaktujte 

routeru. 
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 kapitole  4. 

 
 

modem 
routeru  
 

modem routerem 
 

 

192.168.0.2 do 192.168.0.254. 
 

 

 
169.254.x.x

 uveden 

, 
 IP adresy v rozsahu 169.254.x.x. Je-li hodnota 

IP adresy V v tomto rozsahu, zda 
s m k routeru a restartujte . 

 
3. Pokud routeru a vy 

, reset   modem routeru. 
 0

postupu najdete v kapitole  na 
95. 

 
4.  povoleno 

-
Refresh (Aktualizovat, Obnovit), 

 
spustit jej znovu. 

 
5  
 
6  

 modem routeru. P (a uvedeny 
 :  

 Admin: admin  
 Password: password 

Caps Lock. 
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Pokud modem router 
 

 
Apply 

 
 

Refresh F5 

 
 

 
 

 
 

Reset na za
 

 
Reset  

 
 

Podmenu E-Mail webo
Modem router 

 
 

 
 
1. Pokud je jako datum uveden 1. leden 2000

 
 

E-Mail 
Adjust for Daylight Savings Time  

 

Kontrola  
modem router  internetu, zkontrolujte: 

 
 . LED diody n

Pokud tomu tak 
nebo 

  . 
  internetu na modem routeru 

. Pokud  , 
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je v . 
 internetu. 

 LED dioda p  internetu na modem . Pokud LED 
 , zkontrolujte, zda je ethernet kabel 
k ADSL modemu, a zda je modem router zapnut . 

 

 
-li V modem router schopen  internetu, zkontrolujte

ISP statickou IP adresu, 
V  modem router adresu od . 
 
Chcete-  
 
1. routeru. 

 
2. V Router Status (stav modem routeru) v 

Maintenance ), kde v Internet Port IP Address 
 port u IP adresu. Pokud IP Address 

zobrazena hodnota 0.0.0.0, V router  adresu od . 
 
Pokud V modem adresu ISP, 

 : 
 

 ISP  k . Zeptejte se 
,  PPP over Ethernet (PPPoE) . 

 je  
 s PPPoE 92. 

 ISP 
   ISP v  

routeru na obrazovce Basic Settings (z ). 
 ISP u ethernetovou 

k internetu a 
 

- Informujte , n
 ho, aby modem 

routeru   
routeru, viz 3). 

- modem router . 
V administraci modem routeru v Basic Settings 

Router MAC Address (MAC adresa modem routeru) 
Use Computer MAC Address 

.  Apply 
  viz kapitola 

 86. 
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-li pro p   

k  
 
1.   modem routeru. 
 
2. V Router Status (stav modem routeru) v 

Maintenance a). 
 
3. Connection Status 

  
  

Failed se pokusit 
ep volbu Connect . Modem router se bude i 

. 
Pokud se nelze 

  na 
  ISP. 

 

 

 Pokud  , modem router 
ne  , dokud  
data. 

 

  
modem router schopen V

jakoukoli webovou str   
 

 . DNS 
www 

V obvykle poskytne adresy jednoho 
 zadali DNS 

adresu  routeru  Nakonfigurovat DNS 
adresu v i v dokumentaci k 

 
 V nastaven modem router u. 

je IP adresa modem routeru (192.168.0.1) 
uvedena jako adresa  default gateway address). 

 

 
m   -  

s ping  e. Tento 
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p . ping m
. 

 

modem routeru 
ping z 

modem routeru je nastaveno  
 

 ping pro modem router v  : 
 

1. Do cmd.exe a ve 
cmd.exe. 

 
58 

 
Start sy

Spustit (Run). Do pole  
cmd OK. 

 
59 

 
2.   

ping modem routeru, typicky: 
ping www.routerlogin.net 

 
60 

  
3. Enter. V  

: 
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[192.168.0.1]   
(Pinging www.routerlogin.net with 32 bytes of data) 

 
modem 

: 
0  

(Reply from www.routerlogin.net: bytes=32 time=XXms TTL=XX) 
  

 

 
61 

 
Pokud spoje  modem 

: 
  

(Request timed out) 
 

ping modem routerem nepracuje 
 : 

 
  

- LAN portu . Pokud tato LED 
dioda  kapitole  

86. 
- 

po  
s modem routerem.  

  
-  

TCP/IP. 
- IP adresy routeru a , tyto IP 

 0.x/255.255.255.0). 
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na internet 
Po  mezi V modem routerem funguje 

internetu. 
 

 ping v 
 

 
1. cmd.exe a ve 

cmd.exe (viz 8).  
Start 

Spustit (Run). Do pole  
cmd OK (viz 49). 

2.   
:  

ping n 10 <IP adresa>. 
V poli <IP adresa> 

 
3. u Enter. 

 

 
routeru.  
 

: 
 

 Zkontrolujte, zda PC nastavena IP adresa V modem 
routeru  . Pokud je IP konfigurace 
V ne

 informacemi te, zda je IP adresa 
routeru uvedena jako TCP/IP. 

 Zkontrolujte, zda se V
m )  /serveru. 

 
hostitele do pole Account Name   Basic Settings menu 

 
 

 
 routeru,  ch 

 
 U  admin 
 Heslo: password 
 IP adresa: 192.168.0.1 



 

Strana 96 (celkem stran 102) 

 

 

 Pokud provedete reset modem 

 
 

 
 
1.  

Reset
ro    blikat 
(viz kapitola  14). 

 
2.  a  

 e blikat a bude trvale 
 

 
Jakmile bude obnoveno t routeru, 

routeru z . 
 

  Resource CD 
 CD 

v  
 

 Pokud nebude v i nastaven internet (TCP/IP) na 
volbu  IP adresu ze serveru DHCP automaticky, 
velmi  router v 

 
  

firewall), 
 

 
 modem router v 

 modem 
routerem v  
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Tato kapitola obsahuje  
Wireless-N 300 modem routeru NETGEAR DGN2200B. 
 
Tabulka 3  routeru 
Funkce  

 
 http://www. routerlogin.net; nebo 

http://www.routerlogin.com; nebo 
http://192.168.0.1 

 admin 
 password 

 internetu 
WAN MAC Address  
WAN MTU Size 1492 

 autosensing (automati  
 

 192.168.0.1 
IP Subnet Mask (IP ) 255.255.255.0 

  
RIP version (RIP verze) disabled (nepovolena) 

  
DHCP Server enabled (povolen) 

  IP adresa) 
192.168.0.2 

 
192.168.0.254 

 disabled (nepovolena) 
) GMT 

Time Zone Adjusted for Daylight Saving 
Time 

) 

disabled (nepovolena) 

Firewall 
Inbound (p
z internetu) 

disabled (
s  http portu) 

Outbound (o do 
internetu) 

enabled ( ) 

 

komunikace) 
enabled (povolena) 

SSID Name (  SSID) NETGEAR 
 disabled (nepovoleno) 

Broadcast SSID  enabled (povolen), rozsah 192.168.0 0.254 
 1 

   
  

 300 Mb/s 
  

  
 enabled (povolen) 

Authentication type  Open System 
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1  

propustnost se  v  k u ch 

, a ,   

komunikace. 

 
Tabulka 4 Parametry routeru 
Funkce Popis 
Standardy provozu IEEE 802.11n verze 2.0, IEEE 802.11g, IEEE 802.11b, 2.4 GHz 

 IEEE 802.11 n/300  
y TCP/IP, RIP-1, RIP-2, DHCP, PPPoE nebo PPPoA, RFC 1483 Bridged 

nebo Routed Ethernet, a RFC 1577 Classical IP over ATM 
 230V / 50 Hz, ,5A 

 33 73 28 mm 
Hmotnost  290 g 

 0  a  40    
  

 -20   70  (-4  158  
  

 FCC Part 15 Class B; VCCI Class B; EN 55 022 (CISPR 22), Class B 
Specifikace LAN 10BASE-T nebo 100BASE-Tx, RJ-45 
Specifikace WAN ADSL, Dual RJ-11, piny 2 a 3, T1.413, G.DMT, G.Lite, ITU Annex B, 

ITU G.992.5 (ADSL2+) 
 do  kabelu, resp. 

 
 
Tabulka 5 hodnoty MTU 
MTU  
1500 MTU 

E a VPN. 
1492 . 
1472  
1468 . 
1436 . 
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e ovlivnit dosah 

nejen a e  

 dosah em routeru. Pro 
 : 

 
 jete propojit 

s  kabely, a 
ou . , 

 
  

 Ve  a s tu m 
modem routerem a  na minimum. 

 V 
m zdrojem 

 
telefony. 

 
Chcete-li outer : 
 
1. router

 

 
62 
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2.    3,5  20 
mm (   

 
63 

 
3. , 

0,5 cm (3/16 in.) z . 

 
64 
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4. Pro nastavte  . 

 
65 
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C  
 

V modem routeru DGN2200B. 
 
Tabulka 6  
Dokument  

tility pro 

XP a Vista 

http://documentation.netgear.com/reference/enu/winzerocfg/index.htm 

TCP/IP 
http://documentation.netgear.com/reference/enu/tcpip/index.htm 

 http://documentation.netgear.com/reference/enu/wireless/index.htm 

 
http://documentation.netgear.com/reference/enu/wsdhcp/index.htm 

Private Networking, VPN) 
http://documentation.netgear.com/reference/enu/vpn/index.htm 

 http://documentation.netgear.com/reference/enu/glossary/index.htm 
 
 
 


